1. Introduction

Secondary metallurgy is a part and parcel of steel production. The efficiency of processes occurring during secondary metallurgy influences the quality of obtained product – to achieve that aim many different techniques and technologies are applied depending on the specificity of the particular steel plant production. Vacuum steel degassing process is one of such methods and depends on sucking the liquid steel from the ladle to the vacuum chamber equipped with two legs (suck leg and outlet leg). When the inert gas is blown to the liquid steel, then the circulation movement of steel between vacuum chamber and ladle is forced. The efficiency and duration time of the process depends on the value of the flow rate of inert gas (see Fig. 1), which determines the circulation speed – see equation (1) and Fig. 2 – and the value of subatmospheric pressure created in the vacuum chamber. Such values are the main parameters of the process, and their optimal choice depends on the chemical composition of the out-gassed steel [1-3].

\[
R = 3.8 \cdot 10^{-3} \cdot d_{s}^{0.3} \cdot d_{o}^{1.1} \cdot G_{n}^{0.31} \cdot h_{g}^{0.5} \cdot Mg \cdot \text{min}^{-1}
\]

where: \(d_{s}\) and \(d_{o}\) – diameter of suck leg and outlet leg, mm; \(G_{n}\) – flow rate of inert gas (argon), \(N\text{m}^3\cdot\text{h}^{-1}\); \(h_{g}\) – height of that part of leg, on which the gas is delivered, m.

Determining the optimal parameters of the liquid steel degassing process in RH apparatus in industrial conditions is difficult and expensive [3-5]. Thus, the convenient solution is to carry out research with the use of water models and computational simulation (applied commonly in metallurgy of steel and non-ferrous metals) [6-13].

Fig. 1. Steel circulation speed in RH method depending on flow rate of gas [14]
TABLE 1
Basic geometrical and technological parameters of industrial RH apparatus

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Nominal capacity of the ladle</td>
<td>320 Mg</td>
</tr>
<tr>
<td>Nominal diameter of the vacuum chamber</td>
<td>2080 mm</td>
</tr>
<tr>
<td>Nominal diameter of the sucking leg</td>
<td>600 mm</td>
</tr>
<tr>
<td>Nominal diameter of the outlet leg</td>
<td>500 mm</td>
</tr>
<tr>
<td>The height of the legs</td>
<td>1625 mm</td>
</tr>
<tr>
<td>Number of injection nozzles in the sucking leg</td>
<td>12 in two lines</td>
</tr>
<tr>
<td>Diameter of pipes introducing the inert gas (Ar)</td>
<td>6 mm</td>
</tr>
<tr>
<td>The level of liquid steel in vacuum chamber</td>
<td>about 1000 mm</td>
</tr>
<tr>
<td>Duration time of the process</td>
<td>8 – 12 min</td>
</tr>
<tr>
<td>Time of liquid steel circulation</td>
<td>6 – 9 s</td>
</tr>
<tr>
<td>Flow rate of the inert gas (Ar)</td>
<td>1.2 Nm3 min-1</td>
</tr>
</tbody>
</table>

2. Physical model of RH apparatus

Built physical model of the apparatus for steel vacuum degassing is destined for research of hydrodynamic phenomena occurring during RH process. The main aim of such research is to get to know better mechanisms of liquid steel flow in the apparatus and also the optimization of its working parameters. The model is the pattern on RH apparatus working in one of polish steel plants. Table 1 presents the basic geometrical and technological parameters of the real RH apparatus.

Physical model is made from the transparent materials analyzing visualization of the process. Water is used as a modelling agent. Linear scale of the model is \( S_l = 1:10 \). Dynamic similarity of the model to the real apparatus was realized basing on the criterial numbers determined by means of dimensional analysis \([15]\). Filling the conditions for all criterial numbers (Fr, Re, Eu, Sl) \([16]\) in physical model is really difficult, and in some define cases even impossible. Therefore, the dominant criterion is often determined by considering the character of the hydrodynamic phenomenon occurring during the modelling research. Froude’s criterion was determined as a dominant criterion in the carried out case. This criterion, however, concerns one-phase flows. In case of multi-phase flows the properties of particular phases should be considered when similarity criteria are determined. In steel degassing process (by means of RH apparatus) two phases can be

found: liquid and gaseous. Then, the classic Froude’s criterion of similarity need to be modified:

\[
Fr_n = \frac{\rho_g \cdot \sqrt{\frac{Q}{L}}}{\rho_l \cdot g \cdot L} = C \cdot \frac{Q^2}{L \cdot d^4}
\]

where:

\[
C = 9.159 \cdot 10^{-10} \left( \frac{M^2}{\rho_g \cdot \rho_l} \right)
\]

To obtain similarity of the flows in water model to the ones in industrial unit the following equation can be fulfilled:

\[
Fr'_n = Fr_n
\]

which, after transformation can be written:

\[
Q' = \left( \frac{C'}{C} \right)^{\frac{1}{2}} \cdot S_l^2 \cdot Q
\]

where: \( Q' \) – volumetric flow rate of gas for the water model, \( m^3/s \); \( C' \) – constant for the water model, \( SL \) – linear scale.

Using equation (3) constants \( C' \) for water model and \( C \) for industrial reactor can be determined. When replacing the obtained results to equation (6) the following relationship is obtained:

\[
Q = 0.448 \cdot S_l^2 \cdot Q'
\]

Such relationship gives the possibility to determine the value of fair flow in water model, however the knowledge about the value of gas flow in industrial reactor is also required.

3. Modelling research

The aim of conducted modelling research was to determine the optimal hydrodynamic conditions of the steel degassing process using RH apparatus, taking into account the flow rate of ascending gas. Additionally, the characteristics of efficiency of steel homogeneity in the tundish after circulation in RH apparatus was assigned in the wide range of flow rate of ascending gas. Such characteristics were determined basing on graphically obtained resident curves (Residence Time Distribution, RTD \([19]\) - they inform about the time which the given volume fraction spent in the reactor and could be obtained experimentally from industry or water models or numerically \([20,21]\)). Therefore, to obtain such characteristics the flow rate of gas was wider than that applied in case of industrial conditions. Fig. 3 presents the scheme and view of the test stand.
Special control-measuring panel was designed to enable the precise control of the flow rate of liquids and to archive the obtained experimental data. It consists of: microprocessor controller AR642, precise automatic valves, electronic control equipments of particular flow channels and MultiCon CMC-99/141 data recorder.

To determine RTD curves NaCl water solution was used as a tracer. Such solution was introduced injectively by one of the nozzles installed in the sucking leg. Additionally, the water model was equipped with conductometers which measure the changes of modelling liquid conductivity.

In the visualization research KMnO4 water solution was applied as a tracer. It was introduced in the same way as NaCl in the amount of 15 cm³.

To fulfill the rules of dynamic similarity the flow rate of gas in the sucking leg was determined basing on the modified Froude’s number. Consequently, the values of flow rate were calculated basing on the real values applied in industry. They were broaden to obtain wide range of characteristics of the examined phenomenon.

To realize the research the following procedure was used:

- Introducing the modelling liquid (water) to the ladle model.
- Putting the vacuum chamber model down to the ladle model.
- Starting the vacuum pump and obtaining the sucking of modelling liquid to the vacuum chamber model of RH apparatus. The volume of sucking modelling liquid is 10% of the volume of liquid in the ladle model.
- Regulating the value of subatmospheric pressure in the vacuum chamber model by means of precise valve. It allows to fix constant and unchangeable level of modelling liquid surface in the vacuum chamber model.
- Introducing to the sucking leg the flux of air (determined on the basis of dynamic condition of similarity) to force the modelling liquid circulation. Such operation is realized by means of precise setting equipment.
- Regulating the value of subatmospheric pressure in the vacuum chamber model (compensation of incoming air) and fixing the constant and unchangeable level of modelling liquid surface.
- Stabilizing the system.
- Entering the measuring apparatus.

- Introducing the tracer to the sucking leg (tracer in the form of water solution of NaCl for RTD curves and KMnO4 for visualization).
- Registering and archiving the measuring data.
- Finishing the experiment.

Research was conducted for six variants (Table 2) varying in flow rate of gas in the sucking leg of RH apparatus.

<table>
<thead>
<tr>
<th>Variant</th>
<th>$Q$ [m³·min⁻¹]</th>
<th>$Q'$ [dm³·min⁻¹]</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>2.8</td>
<td>3.80</td>
</tr>
<tr>
<td>B</td>
<td>3.0</td>
<td>4.10</td>
</tr>
<tr>
<td>C</td>
<td>3.3</td>
<td>4.45</td>
</tr>
<tr>
<td>D</td>
<td>3.5</td>
<td>4.80</td>
</tr>
<tr>
<td>E</td>
<td>3.8</td>
<td>5.15</td>
</tr>
<tr>
<td>F</td>
<td>4.0</td>
<td>5.50</td>
</tr>
</tbody>
</table>

Research concerning determination of RTD curves relies on measuring the changes of modelling fluid conductivity when the tracer was introduced to the model. Fig. 4 presents the exemplary results of such measuring.

![Fig. 4. Curves characterizing the change of conductivity in time](image)

To compare the results of conducted experiment objectively in all variants, the dimensionless concentration of tracer was determined according to the following equations:
and

\[ C_b = \frac{C - C_0}{C_{\infty} - C_0} \]  

(9)

where: \( C_{pom} \) – tracer concentration in time, \( C_b \) – dimensionless tracer concentration, \( C_0 \) – initial tracer concentration, \( C_{\text{max}} \) – maximal tracer concentration, \( C_{\infty} \) - final tracer concentration.

Fig. 5 shows the determined resident time curves (RTD) for the exemplary values of flow rate of ascending gas in the sucking leg, which are applied in industry; whereas Fig. 6 presents the time of steel homogenization depending on gas flow rate in the suck leg. Exemplary results of visualization research for F variants are shown in Fig. 7

4. Conclusions

Basing on the conducted modelling research the following conclusions were drawn:

1. the higher flow rate of inert gas in the sucking leg of vacuum chamber, the shorter time of total intermixing,
2. the higher flow rate of inert gas in the sucking leg of vacuum chamber, the higher velocity of modelling fluid circulation in RH apparatus model,
3. the increase of velocity of modelling fluid circulation is not linear, its character is exponential,
4. the increase of circulation is seen only to certain point, then it stops on the constant level (critical point of inert gas flow rate),
5. the mechanism of creating the inert gas bubbles in the sucking leg has the essential influence on the circulation velocity – the smaller gas bubbles, the better circulation,
6. optimal parameters of the conducted process determined on the model correspond to the parameters applied in the industrial conditions.
REFERENCES


Received: 20 December 2014.